TYPE SECTION

FCVC-3-M-ET-OMP/OMR & GUMEC

Flow Control valve excess to tank flangeable on Danfoss motors OMP/OMR
Regolatore di flusso prioritario flangiabile su motori Danfoss OMP/OMR

OMP/OMR interface
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SPECIFICATIONS / SPECIFICHE PERFORMANCE / PRESTAZIONI

Oil viscosity 24 mm?/s (35 °E) - Temperature 50°C

Fluid viscosity / Viscosita Fluido ISO 3448 )
Filtration / Classe di contaminazione ISO 4406 60t
Fluid temperature / Temperatura fluido -20°C +90°C Zc—'i
Ambient temperature / Temperatura ambiente -20°C +50°C 30—

Flow (/min)

Max operating pressure / Pressione di lavoro max 350 bar

External surfaces / Superfici esterne Zinc plated

o 25 50 75 100 125 150 175 200

Pressure Dp (bar)

22| D |O9|WO1| 3 | P |04 O

Standard code Thread L L1 L2 L3 L4 L6 H S Weight Inlet Q max Regulated
P-T (kg) (L/min) Q max (I/min)
22D09WO013P040 1/2 100 | 164 | 50 60 29 18 94 | 395 195 60 50

* On request versions: Please, contact our customer service / Versioni su richiesta: Per cortesia contattare il ns. servizio clienti.
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